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a b s t r a c t
An analytical approach of the propagation and attenuation of Love waves in a viscoelastic liquid-saturated poroelastic layer has been considered in this 
paper. The equations of motion have been formu-lated separately for different media under suitable boundary conditions at the interface of viscoelastic 
liquid, poroelastic layer and elastic substrate. Following Biot’s theory of poroelasticity, a new accurate and simple generalized dispersion equation has 
been established to design Love wave liquid sensors. The effect of liquid shear viscosity on the Love waves velocity has been studied. The influence of 
thickness and porosity of the waveguide layer has also been shown on the Love waves velocity and attenuation. The various investigations results can 
serve as benchmark solutions in design of liquid sensors and nonde-structive testing.
1. Introduction
Surface acoustic wave have been successfully applied in many
fields including material characterization, seismology and nonde-
structive testing. More recently, surface acoustic wave based sen-
sors for applications to liquids environments have been
extensively investigated [1–12]. The surface acoustic wave sensor
directly contacts the liquid to be tested to characterize its physical
properties.
In surface acoustic wave devices, the acoustic wave travels at
the surface of the propagating medium and its energy is confined
within one wavelength of depth; it follows that the surface acous-
tic wave properties (velocity and attenuation) are highly affected
by any physical changes that occur at the surface of the propagat-
ing medium, when the surface acoustic wave device interacts with
an external environmental stimuli. In the presence of a liquid envi-
ronment, the wave properties can be perturbed by the changes in
the physical properties of the liquid contacting the sensor surface.
The design of liquid sensors requires the selection of several
parameters, such as the acoustic wave polarizations and the
wave-guiding medium (i.e. finite thickness, homogeneous or
non-homogeneous). This paper proposes a novel generalized dis-
persion equation to design Love wave liquid sensors, and intends
the attention of the researchers to viscoelasticity of liquids and
poroelasticity of layer that strongly affect the Love wave behavior.
2. Theoretical analysis
Love waves are a type of surface acoustic wave characterized by
one shear horizontal particle mechanical displacement component
u2 dominant over the vertical and longitudinal ones. The Love wave
liquid sensor consists of piezoelectric substrate, guiding layer and
sensitive liquid. Due to the in-plane polarization, the Love waves
are suitable for travel at a surface contacting a liquid environment.
The number of Love modes that can propagate in the layer/sub-
strate medium depends on the layer thickness, but the essential
condition for the propagation of the Love waves is that the shear
bulk wave velocity of the substrate is larger than the shear bulk
wave velocity of the layer. Higher order Love modes develop at
their respective cut-off frequencies, which are related to the thick-
ness of the layer: they are dispersive as their velocity depends on
the layer thickness, rather than on the substrate and the layer’s
material properties. Therefore, to describe the waveguide structure
that guides Love waves, we consider a three-layer system consist-
ing of a viscoelastic liquid, a poroelastic layer and an elastic sub-
strate, see Fig. 1. The finite substrate occupies the positive space
x3 > 0. The layer rests on top of the substrate and has thickness
h. On top of that rests the viscoelastic liquid which occupies the
negative half-space x3 < h.
2.1. Guiding poroelastic layer and elastic substrate
To get a solution for Love wave propagating in the poroelastic
layer, Biot’s theory is used [13,14]. The poroelastic layer is com-
posed of a solid skeleton and pore space. Moreover, the Love wave
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is taken to propagate in the x1-direction, with shear displacement
in the x2-direction. A plane wave in the x1-direction is considered,
with displacement in x2-direction only, uðpÞ ¼ 0; uðpÞ2 ;0
 
. Owing to
symmetry, the displacement should be independent of
x2;u
ðpÞ
2 ¼ uðpÞ2 x1; x3ð Þ. Therefore, the equation that governs the parti-


























where b ¼ gf =j and m ¼ qfs=/ represent respectively, the viscous
and inertial coupling between the solid and fluid phases of the
poroelastic layer [13]. Thus, the layer porosity and permeability
are represented respectively by / and j;gf describes the dynamic
viscosity of the fluid phase and s is the pores tortuosity. The param-
eter q ¼ /qf þ 1 /ð Þqs is the mixture density whereas qf and qs
denote the densities of the solid and fluid phases of the poroelastic
layer. In addition, lp is the shear modulus of the porous framework.
Thus, in this work the substrate is considered to be a finite medium
and the particle displacement uðeÞ2 is governed, using the elastody-

















is the bulk shear wave velocity in the substrate.
2.2. Viscoelastic liquid
To describe the viscoelasticity of the liquid, the Maxwell model
which introduces a viscoelastic response of liquids at high frequen-
cies is employed. The model consists of a spring and a damper con-
nected in series. The damper represents energy losses and is
characterized by the viscosity gv , whereas the spring represents
the energy storage and is characterized by the elastic shear modu-
lus l. These two quantities are related through the relaxation time
d, which is the characteristic time for the transition between vis-
cous and elastic behavior d ¼ gv=l (see for example [16]). Thus,
the liquid motion is only produced by wave propagation in the
poroelastic layer. Furthermore, since only shear deformation arises
during transverse waves propagation, we can also ignore the pres-
sure gradient. In addition, the linearized Navier-Stokes equation















where v2 is the velocity component along the x2-direction and qv is
the liquid density.
2.3. General solution of wave equations
For a plane harmonic wave propagation, the solution of Eqs.














>;ej kx1xtð Þ ð4Þ
where x is the angular frequency. Love wave propagating in the
poroelastic layer undergoes attenuation, hence, the wavenumber k
along the propagation direction of the Love wave becomes complex,
k ¼ k0 þ ja, the real part k0 describes the Love wave velocity, the
imaginary part a, is the Love wave attenuation induced by the vis-
coelastic liquid. After substitution of Eq. (4) into Eqs. (1)–(3), the x3
dependence can be expressed as
UðpÞ2 x3ð Þ ¼ Ap cos bpx3
 þ Bp sin bpx3 ;
UðeÞ2 x3ð Þ ¼ Aeebex3 þ Beebex3 ; V2 x3ð Þ ¼ Avebv x3
where Ap;Bp;Ae; Be and Av are arbitrary amplitudes and the
























In addition, the shear stress components that will be used in bound-



























>;ej kx1xtð Þ ð5Þ
where the x3 dependence is defined as
Rp x3ð Þ ¼ bp Bp cos bpx3
  Ap sin bpx3 	 
;
Re x3ð Þ ¼ be Beebex3  Aeebex3
 
; Rv x3ð Þ ¼ Avbvebv x3
2.4. Boundary conditions and dispersion relation
The following boundary conditions: continuity of shear stress
and velocity (or displacement), and traction-free outer surface
are suitable
v2 þ jxuðpÞ2 jy¼h ¼ 0; rðvÞ23  rðpÞ23 jy¼h ¼ 0;
uðpÞ2  uðeÞ2 jx3¼0 ¼ 0; r
ðpÞ
23  rðeÞ23 jx3¼0 ¼ 0; r
ðeÞ
23 jx3¼d ¼ 0
According to the above boundary conditions, the resolution of Eqs.











1 jxd lebe tanh bedð Þ
 
cos bph
  ¼ 0 ð6Þ
Eq. (6) represents the implicit dispersion equation of Love waves
propagating in viscoelastic liquid-saturated poroelastic layer. To
solve the Eq. (6) Mathematica Software is used to find the real
Fig. 1. The schematic representation of the Love wave. x1: propagation direction of
Love wave. x2: polarization direction of Love wave. qv ; d and gv describe,
respectively, the density, relaxation time and dynamic viscosity of the viscoelastic
liquid. For the guiding poroelastic layer, q is the mixture density and the layer
porosity and permeability are represented respectively by / and j;lp is the shear
modulus of the porous framework. qe and le correspond to the density and shear
modulus of the elastic substrate.
and imaginary part of the wavenumber k. Thus, the Love wave
velocity can be calculated as v ¼ x=k0 whereas the imaginary part
describes the attenuation in the propagation direction. Further-
more, the critical term xd in the Eq. (6) depends both on d and x.
The three following regimes may be highlighted: ið Þ For xd  1
the oscillation time (¼ 1=x) is greater than the relaxation time
and, the liquid exhibits purely Newtonian behavior. iið Þ For
xd  1 the oscillation time is smaller than the relaxation time
and, the liquid exhibits viscoelastic behavior. iiið Þ At xd ¼ 1 the
transition from Newtonian to Maxwell regime takes place. Note
that in the case of semi-infinite substrate, the dispersion Eq. (6)














  ¼ 0 ð7Þ
3. Results and discussion
The material properties given in Table 1 for the waveguide and
substrate [15,12], and in Table 2 for viscoelastic liquid [12], are
taken to construct this numerical example. In this work, numerical
calculation is performed in the glycerol concentrations range from
15:4% to 88:0%.
The difference between the mechanical properties of the guid-
ing layer and the substrate creates an entrapment of the acoustic
energy in the guiding layer keeping the wave energy near the sur-
face. This phenomenon makes Love wave devices very sensitive
towards any changes occurring on the surface sensors. The Love
waves exhibit a multimode character which depends on the layer
thickness. As an example, Figs. 2(a) and 2(b) show the dispersion
curves of Love wave velocity and attenuation of the first four
modes. The Fig. 2(a) also shows the bulk shear wave velocity in
the substrate and layer. When the guiding layer is very thin, the
velocity of the first mode tends to the substrate bulk shear wave
velocity; with increasing the layer thickness, the velocity of both
the first and higher order modes asymptotically reaches the layer
bulk shear wave velocity. Fig. 2(b) shows the Love wave attenua-
tion of the first four modes with respect to the layer thickness.
As can be seen, the attenuation increases with increasing the layer
thickness and reaches a peak after which, with increasing the guid-
ing layer thickness, it decreases. The peak of the attenuation
decreases with increasing the mode order and the highest value
corresponds to the fundamental mode. In addition, Fig. 3 shows
the attenuation dispersion curves for the fundamental Love mode
in poroelastic layer for different glycerol mass fraction. The atten-
uation increases with increasing the glycerol mass fraction and
reaches the highest values for h ¼ 4:25 lm.
The influence of three layer porosities on the velocity and atten-
uation of the Love waves that propagate in the poroelastic layer
saturated with a viscoelastic liquid is shown in Fig. 4 for the glyc-
erol mass fraction of 88%. The velocity decreases as the layer thick-
ness increases. Thus, the velocity for / ¼ 0:4 are obviously larger
than that for / ¼ 0:001 and / ¼ 0:2. However, Fig. 4 also illustrates
that the attenuation increases with increasing the layer thickness
and reaches a peak after which, with increasing the guiding layer
thickness, it decreases. The peak of the attenuation decreases with
increasing the layer porosity and the highest value corresponds to
the smallest value of the layer porosity.
The dispersion curves of the Love wave velocity and attenuation
versus frequency were also calculated and plotted as shown in
Table 1
Material parameters.
Properties Guiding layer and Substrate
lp Pað Þ 3:91 1010















ce m=sð Þ 4723:10
Table 2
Water-glycerol mixtures parameters. v is the concentration of glycerol in water.
v %ð Þ qv kg=m3
 
gv mPa  sð Þ d psð Þ
15:4 1017 1:4 28
32:9 1038 2:7 54
42:3 1050 3:8 76
52:2 1062 5:9 118
62:1 1075 10:2 204
72:0 1087 21:9 438
75:9 1093 33:2 664
80:0 1098 49:5 990
84:0 1104 81:8 1636
88:0 1109 128:1 2562
Fig. 2. Velocity and attenuation versus poroelastic layer thickness ð/ ¼ 0:2Þ with
f ¼ 100 MHz and v ¼ 88%.
Fig. 5. This Figure also illustrates the layer porosity effect on the
dispersion curves of velocity and attenuation for different layer
porosities (from 0:001 to 0:4). Fig. 5 shows that the velocity and
attenuation are a monotonic function of the frequency. Fig. 5 indi-
cates that the velocity increases with the increase of layer porosity.
However, the attenuation increases with a decrease in the layer
porosity when the layer thickness is lower than that of the peak
given in the Fig. 4, and increases with an increase in the layer
porosity when the layer thickness is higher than that of the peak.
The Love wave velocity variations in function of the glycerol
mass fraction in both viscoelastic and Newtonian liquids are inves-
tigated in Fig. 6. Note that by considering a viscous liquid and
increasing the shear viscosity, the Newtonian liquid model pre-
dicted a monotonically decreasing behavior between the velocity
and the liquid shear viscosity. However, a Maxwell liquid model
highlighted a non-monotonically decreasing relationship between
the velocity and glycerol mass fraction. Therefore we can conclude
that the non-monotonic behavior manifested the intrinsic vis-
coelastic properties of liquid [12]. Thus, Fig. 6 shows the velocity
variation for different values of layer thickness and porosity. The
elastic effects are significant for a glycerol concentration greater
than 52:2%. For glycerol concentration values less than the critical
value (52:2%), the liquid exhibits purely Newtonian behavior. The
velocity dispersion between Newtonian and Maxwell behaviors
becomes less remarkable as the layer thickness and porosity
decreases.
The substrate thickness effect on Love wave velocity and atten-
uation has been examined by comparing the velocity and attenua-
tion v f ;afð Þ when finite substrate is considered to the velocity and
attenuation vsf ;asfð Þ when the substrate is assumed to be semi-
infinite. Fig. 7 illustrates that the normalized velocity v f=vsfð Þ
Fig. 3. Velocity and attenuation for the first mode versus poroelastic layer thickness
ð/ ¼ 0:2Þ with f ¼ 100 MHz.
Fig. 4. Velocity and attenuation for the first mode versus poroelastic layer thickness
with f ¼ 100 MHz and v ¼ 88%.
Fig. 5. Velocity and attenuation for the first mode versus frequency with h ¼ 10 lm
and v ¼ 88:0%.
and attenuation af=asfð Þ decrease when the substrate thickness
effect becomes significant and approach unity when the substrate
thickness effect is negligible with a thickness around 0:04 mm.
Consequently, for substrates thickness greater than or equal to
0:04 mm, the substrate can be considered to be a semi-infinite
medium and the Eq. (7) can be used.
4. Conclusions
A novel generalized dispersion equation was proposed in this
work to design Love wave liquid sensors. It is observed that there
is a significant effect of porosity and viscoelasticity simultaneously
in the propagation and attenuation of Love waves in a viscoelastic
liquid-saturated poroelastic layer. Results also show that for glyc-
erol concentration values less than the critical value (52.2%), the
liquid exhibits purely Newtonian behavior and, an increase in the
glycerol mass fraction causes a monotonic reduction of the Love
Fig. 6. Velocity for the first mode versus glycerol mass fraction with f ¼ 100 MHz.
Fig. 7. Normalized velocity and attenuation for the first mode versus substrate
thickness d with / ¼ 0:2;h ¼ 3 lm and f ¼ 100 MHz.
wave velocity. However, a Maxwell liquid predicted a non-
monotonic variation. The velocity dispersion between Newtonian
and Maxwell behaviors becomes less remarkable as the layer
thickness and porosity decreases. Thus, we can conclude that the
non-monotonic behavior exhibited the intrinsic viscoelastic prop-
erties of liquids.
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